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LED light source characteristics
New green light source
Long life
Multi transformation
Hi Tech

Contact:
Sarl Sourcing Achats Industriels
34, Rue de l'orme
10700 St remy sous barbuise
Téléphone : +33(0)961008513
Mobile : +33(0)666148080
Email : contact@sourcing-achats.com
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LED Luminaire Modern Garden Luminaire



LED Luminaire
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear PC
●  Silicon rubber gasket

1432

1431

Item No. OL1431 OL1432
Watt 8 W 8 W
Kelvin 3000 K 3000 K
Luminous flux 800 lm 800 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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Item No. OL1001
Watt 9 W
Kelvin 3000 K
Luminous flux 540 lm
CRI 80
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1

OL1002
9 W
3000 K
540 lm
80
100-240VAC 50/60HZ
IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear PC
●  Silicon rubber gasket
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Item No. OL1011 OL1012
Watt 8 W 8 W
Kelvin 3000 K 3000 K
Luminous flux 480 lm 480 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear PC
●  Silicon rubber gasket

DISTRIBUTION CURVE(CD)  CO-180
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Item No. OL1441 OL1442 OL1443
Watt 9 W 9 W 9 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 540 lm 540 lm 540 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1

WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

1061
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0

110 120

Item No. OL1061 OL1391
Watt 6 W 5 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 300 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket
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100200

1051

Item No. OL1051 OL1091
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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Item No. OL1021 OL1401
Watt 5 W 5 W
Kelvin 3000 K 3000 K
Luminous flux 300 lm 300 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  PC and  glass
●  Silicon rubber gasket
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

90
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1041

Item No. OL1371 OL1041
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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Item No. OL1071 OL1031
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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Item No. OL1361 OL1381
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

1381

1361
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

1421

1411

Item No. OL1411 OL1421
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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Item No. OL1081 OL1082 OL1083
Watt 7 W 4 W 4 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 420 lm 240 lm 240 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1

DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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Item No. OL1101 OL1111
Watt 4 W 9 W
Kelvin 3000 K 3000 K
Luminous flux 240 lm 540 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

1121

1122
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Item No. OL1121 OL1122
Watt 5 W 5 W
Kelvin 3000 K 3000 K
Luminous flux 300 lm 300 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

DISTRIBUTION CURVE(CD)  CO-180
90

80

70

60
50

40
30

20 10

80

70

60
50

40
30

2010

1000
1500
2000
2500

3000
3500

500

0
4000



30 31

WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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Item No. OL1131 OL1132
Watt 6 W 8 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 480 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear PC
●  Silicon rubber gasket
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Item No. OL1141 OL1142 OL1143
Watt 5 W 8 W 9 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 300 lm 480 lm 540 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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1241
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Item No. OL1151 OL1241
Watt 3 W 3 W
Kelvin 3000 K 3000 K
Luminous flux 180 lm 180 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket
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Item No. OL1161 OL1231
Watt 4 W 4 W
Kelvin 3000 K 3000 K
Luminous flux 240 lm 240 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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1171

WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

1181
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Item No. OL1171 OL1181
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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Item No. OL1191 OL1201 OL1121
Watt 6 W 6 W 6 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 360 lm 360 lm 360 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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Item No. OL1221 OL1222
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

1251 / 1252

1261 / 1262
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Item No. OL1251 OL1252 OL11261 OL11262
Watt 6 W 12 W 6 W 12 W
Kelvin 3000 K 3000 K 3000 K 3000 K
Luminous flux 360 lm 720 lm 360 lm 720 lm
CRI 80 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear PC
●  Silicon rubber gasket
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Item No. OL1271 OL1272 OL1281 OL1282
Watt 3 W 6 W 3 W 6 W
Kelvin 3000 K 3000 K 3000 K 3000 K
Luminous flux 180 lm 360 lm 180 lm 360 lm
CRI 80 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear PC
●  Silicon rubber gasket
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1321
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Item No. OL1291 OL1321
Watt 4 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 240 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

1301
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94

94 96
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Item No. OL1301 OL1311
Watt 3 W 3 W
Kelvin 3000 K 3000 K
Luminous flux 180 lm 180 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

1331

1341
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Item No. OL1331 OL1341
Watt 6 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 360 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket
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1352
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Item No. OL1351 OL1352
Watt 3 W 6 W
Kelvin 3000 K 3000 K
Luminous flux 180 lm 360 lm
CRI 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1
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DISTRIBUTION CURVE(CD)  CO-180
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

2011

2012

67
80

92 92

67
150

Item No. OL2001 OL2002 OL2011 OL2012
Watt GU10 1×35W GU10 2×35W GU10 1×35W GU10 2×35W
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1 IP54  Class 1

2001
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67
80
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150
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  Clear glass
●  Silicon rubber gasket

2021 / 2022

2031 / 2032

125

156
88

125

158
88

Item No. OL2021 OL2022 OL2031 OL2032
Watt GU10 1×35W GU10 2×35W GU10 1×35W GU10 2×35W
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2041

2043

2042

2044 Item No. OL2041/2042/2043/2044
Watt E27-CFL MAX.13W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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154 82

24
8

154 84

24
8

154 84
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2051

2053

2052

2054

25
0

155 75

25
0

155 76

25
0

155 78

25
0

155 78

Item No. OL2051/2052/2053/2054
Watt E27-CFL MAX.13W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
● White PC
●  Silicon rubber gasket

2261 2262

28
8

178 89

28
8

178 89

Item No. OL2261/2262/2263 OL2211/2212
Watt E27-CFL MAX.2×23W E27-CFL MAX.2×23W
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1

30
0

300 85

30
0

300 100

2211 2212

2263
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2061 2062

2071 2072

26
0

137 72

26
0

137 72

26
0

198 72

26
0

198 72

Item No. OL2061/2062/2071/2072
Watt E27-CFL MAX.18W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2131

2132

24
5

120 80

24
5

120 80

Item No. OL2131 OL2132 OL2171/2181 OL2172/2182
Watt E27-CFL MAX.13W E27-CFL MAX.18W E27-CFL MAX.13W E27-CFL MAX.18W
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1 IP54  Class 1

2171 / 2172

2181 / 2182

50Ø200 75Ø280
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28
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280 75
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2143 / 2144

2141 / 2142

2161

360

93
76

360

93
76

360

93
76

360

93
76

Item No. OL2141/2142/2143/2144/2161
Watt E27-CFL MAX.18W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2191

2192

2193

85Ø300 95Ø300 100Ø300

Item No. OL2191/2192/2193
Watt E27-CFL MAX.2×23W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2081

2082

2091

157

24
0

70

145

24
0

70

27
5

146 103

Item No. OL2081/2082/2091
Watt E27-CFL MAX.18W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket
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Item No. OL2201 OL2202 OL2151 OL2152
Watt E27-CFL MAX.18W E27-CFL MAX. 2×23W E27-CFL MAX.18W E27-CFL MAX. 13W
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1 IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket

2221

2251
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Item No. OL2221/2251
Watt E27-CFL MAX.18W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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WALL LIGHT
●  Body and bracket in die-cast aluminium
●  Powder coated with pretreatment for outdoor use
●  White PC
●  Silicon rubber gasket
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Item No. OL2231/2241
Watt E27-CFL MAX.18W
Input 100-240VAC 50/60HZ
Safety type IP54  Class 1
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Item No. OL3001 OL3002 OL3003
Watt 1×3W 2×3W 2×3W
Kelvin 3000K 3000K 3000K
Luminous flux 180 lm 180 lm 180 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP54  Class 1 IP54  Class 1 IP54  Class 1

WALL LIGHT
●  Stainless steel casting body
●  Powder coated with pretreatment for outdoor use
● Clear glass
●  Silicon rubber gasket



86 87

3021

3031 3032

3022

3033

3023
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Ø260
Item No. OL3021 OL3022 OL3023
Watt 10 W 20 W 30 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 600 lm 1200 lm 1800 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP67  Class 1 IP67  Class 1 IP67  Class 1

Item No. OL3031 OL3032 OL3033
Watt 9 W 9 W 12 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 540 lm 540 lm 720 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP67  Class 1 IP67  Class 1 IP67  Class 1

3041 3042 3043

Item No. OL3041 OL3042 OL3043
Watt 4 W 9 W 12 W
Kelvin 3000 K 3000 K 3000 K
Luminous flux 240 lm 540 lm 720 lm
CRI 80 80 80
Input 100-240VAC 50/60HZ 100-240VAC 50/60HZ 100-240VAC 50/60HZ
Safety type IP67  Class 1 IP67  Class 1 IP67  Class 1
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